
Features

Specification

Model No.

Pick-up Device

Scanning Area 4.9MM(H) x 3.7mm(V)

Picture Element

TV System

Horizontal Resolution

Min.Illumination IR ON 0Lux

S/N Ratio

Electronics Shutter

BLC

Synchronous System

Transmission Distance

Video Output

Lens Mount

Day/Night

Gamma Characteristic 60M

Operating Temperature

Voltage

Power Consumption

Measure

Weight

Material

1200TVL/1.3Megapixel IR Color Waterproof Camera

Application:Government, intelligent Community, hosipital, Road,Transport,School,Prison, Military District

etc.

1CH AHD Ouput/1.0Vp-p, 75Ω, BNC Connector 

More than 60dB

PAL 1/50s - 1/10,000s  NTSC 1/60s - 1/10,000s

PAL/NTSC

1/3" SONY Exmor CMOS 

※ 1/3" SONY Exmor CMOS

※  AHD:1280(H)x960(V), CVBS:1200TVL

※ IR Distance 60M, 2pcs

※ 2.8-12MM lens

※ bracket integrated design

L340 X W108MM X H76mm

1195g

www.winsafecctv.com

DC12V±10%

100mA(IR ON MAX 550mA)

※※※Product specification are subject to change without  notice※※※

Aluminum alloy

WS-AHD016-B

Color to B&W

AHD:1280 x 960  CVBS: 1200TVL

2.8-12mm ∮14

INT

 -10 °C - +50°C

Auto

1280(H) x 960mm(V)

75 - 3 coaxial cable transmission distance is more than 500 meters

http://www.winsafecctv.com/

